	UST-22B
	Annual Leak Detection Equipment Operability Check
(for components installed on or after 11/1/2007)
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	Underground Storage Tank (UST) system owners and operators are required to conduct a leak detection equipment (e.g. interstitial sensor, ALLD’s) operability check at least annually for UST systems installed on or after November 1, 2007 (this includes existing UST systems that have installed or replaced spill buckets, piping, or containment sumps on or after November 1, 2007). Results must be maintained for at least one year at the UST site or the tank owner or operator’s place of business, and be readily available for inspection.

· Inspect the leak detection equipment in accordance with manufacturer guidelines. If the manufacturer’s instructions do not require a condition to be implemented that triggers an alarm then you must also trigger an alarm condition. Print the alarm reports triggered during the operability check and attach to this form. 

· If UST System has pressurized piping then attach the results of the annual operability check of the Automatic Line Leak Detector (ALLD) to this form.
Type of Sensor Codes: Dual Float (Dual Float Switch, Tank Only); Float-ND-POS (Non-Discriminating Position Sensitive Float Switch); Float-D-POS (Discriminating Position Sensitive Float Switch); Float-ND (Non-Discriminating Float Switch); Float-D (Discriminating Float Switch); OP (Optical Sensor); VM (Vacuum sensor); HYDRO (Hydrostatic Float); PR (Pressure sensor); OTH (Other: Specify type)

	UST FACILITY

	Owner / Operator Name

     
	Facility Name

     
	Facility ID#: 

     

	Facility Street Address

     
	Facility City

     
	County

     

	CONTRACTOR/PERSON CONDUCTING INSPECTIONS

	Company  Name

     
	Phone

     

	Street Address

     
	City

     
	State

     
	Zip

    

	
	I certify, under penalty of law, that the testing data provided on this form documents the UST system equipment was checked in accordance with the manufacturer’s guidelines and the applicable national industry standards listed in 15A NCAC 2N .0900.
	

	
	     
	
	
	
	
	
	     
	

	
	Print Name of person conducting inspection
	
	
	Signature of person conducting inspection
	
	
	Inspection Date
	

	Tank Size:

Product:
	     
     
	     
     
	     
     
	     
     
	     
     

	Spill Bucket Sensor
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail

	Sensor mounted at the lowest point of interstice (Liquid detecting float sensors only)
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Sensor tested, functional and installed correctly
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Type of Sensor (Use codes above)
	     
	     
	     
	     
	     

	Tank Interstice Sensor
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail

	Sensor mounted at the lowest point of interstice (Liquid detecting float  sensors only)
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Sensor tested, functional and installed correctly
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Type of Sensor (Use codes above)
	     
	     
	     
	     
	     

	Tank Top and Other Containment Sump Sensor
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail

	Sensor mounted within 2” of bottom
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Sensor tested, functional and installed correctly
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Type of Sensor (Use codes above)
	     
	     
	     
	     
	     

	

	ALLD Test Results Attached
(if pressurized piping)
	 Yes
 No

 N/A (Suction pipe)
	 Yes
 No

 N/A (Suction pipe)
	 Yes
 No

 N/A (Suction pipe)
	 Yes
 No

 N/A (Suction pipe)
	 Yes
 No

 N/A (Suction pipe)

	Under Dispenser Containment
	Disp #     
	Disp #     
	Disp #     
	Disp #     
	Disp #     
	Disp #     

	(UDC) Sensor
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail
	Pass
	Fail

	Sensor mounted within 2” of bottom
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Sensor tested, functional and installed correctly
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 FORMCHECKBOX 


	Type of Sensor (Use codes above)
	     
	     
	     
	     
	     
	     

	Comments and explanation of failing results and other problems noted during inspection: 

	
	     
	

	
	     
	

	NORTH CAROLINA DEPARTMENT OF ENVIRONMENTAL QUALITY, DIVISION OF WASTE MANAGEMENT, UST SECTION

1646 MAIL SERVICE CENTER, RALEIGH, NC 27699-1646   PHONE (919) 707-8171  FAX (919) 715-1117   http://www.wastenotnc.org/web/wm   10/15


